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Easy to open when cleaning or 

changing the dosing screw 

The hoppers are easy 

to change and mount 

Neckpiece for 4 pcs 

CF-390 or CF -500 
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Capacity guide 
for right choice of dosing screw/sleeve. 
(Material: HDPE, Ø 3 mm, density 0,956 g/cm³) 

Screw /sleeve Motor power Capacity range
(mm) (W) (Kg/h) 

5 / 12 12 0,02 - 0,70 
8 / 16 12 0,08 - 2,70 
12 / 20 12 0,18 - 6,0 

12 / 20 24 0,50 - 20,0
16 / 26 24 1,0 - 30,0

Has an open and modern construction which makes it easy to operate. 

A hinged motor part enables quick and easy changes of dosing screws and 
makes the dosing unit easy to clean when changing materials. 

Compact measures, easy to install, move and fits most machines. 

Dynamic time, timer and follow-on regulation is included as standard. 

Controller with numeric key pad, graphic display and menues in different 
languages. 

Semi automatic calibration for precise dosing. 

Dosing screws and sleeves are compatible with older Colorfeed (CF-380, 
CF-210, -310 och -410). Also available with bearing in the front part of the 
dosing screw.  

Solid and compact aluminium house with stainless steel hoppers in 
different sizes, 3, 6 and 10 liters, compatible with older models.  

A modular construction makes the CF-390 very flexible and gives a wide 
range of use. A vast collection of accessories makes the CF-390 suitable 
for most applications. 
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