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Hopper Loader GS-4m/-10m

o

GS-4m BV

o Modular built and very flexible.
o Stainless Steel

o Automatic filter cleaning ICEVA




Description: Standard features:

GS-4m/-10m is modern hopper loader with — Integrated suction motor (1100 Watt).
high capacity for automatic material transport —  Micro processor controller with display (PLC), BV-model.

to for example plastic machines, material — Alarm lamp by lack of material (LED)
driers and material containers. It is very easy _  Automatic filter cleaning

to handle and easy to clean. _ Protected dust filter.

— Hinged top part with toggle latches.
— Angled outlet and bottom valve.

— External level sensor.

— Vacuum balance outlet with filter.

The hopper loader has an integrated suction
motor. By means of separate cooling of the
integrated motor the durability is optimized.

The filter is cleaned automatically after each — Inspection opening.

suction cycle. The GS-4m is very flexible and —  60° cone for optimum material flow .
can be equipped or changed to suit most — Lifting handle on lid.

applications. All parts in contact with the

transported material are made of stainless — .
steel.

The GS-4mBYV has an integrated mixing valve
function and has also a silo-automatic
function which means that it automatically can
change from one container to another when
the container is empty.
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GS-4m BV

with Camlock GS-4m GS-10m

Options / accessories:

Specification: v .
P 4710 Mixing valve (external or integrated)

Volume, litre: . U .

Compressed air: 4-7 bar Suction nozzles in different versions

Material inlet: 38/ 50mm Alarm lamp by _Iack of material (Xenon-beacon)
Voltage, V AC/Hz: 240/ 50 Camlock couplings

Loading capacity, 4m distance, kg/h: 100/ 150 Cyclone hopper

Separate controller (with cable)
External level sensors
Special version for material driers
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